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Abstract
The paper proposes a novel type of stiener designed to bear bending loads by exploiting internal pressure eects. The stiener
is made of two adjacent thin-walled pipes (r=t  50) jointed with a connecting strip. Such structure is shown to have higher perfor-
mance against buckling failure compared to a single pipe and its geometry allows for good exploitation of internal pressurisation.
The study is conducted by using the FEA software ANSYS and the analysis technique is the linear perturbation buckling analysis.
Internal pressure ranges from 0 to 1.4 MPa. The buckling mechanisms are observed for a set of models with dierent values of
length, wall thickness and geometric variation of the cross-section. It is shown that two dierent buckling modes can take place.
However, for a given geometry, the level of pressure can alter the behaviour and lead to one mode rather than the other one.
Potential of the presented structure is maximised by the use of high performance materials and a possible aerospace engineering
application is presented.
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1. Introduction
Many engineering applications see the use of slender parts
and thin-walled components. These allow limiting the amount
of material and consequently the weight whilst providing struc-
tural strength and rigidity. On the other hand, design of slender
parts and thin-walled components has to keep in consideration
that they tend to exhibit structural stability problems, i.e. buck-
ling failure. Therefore extensive studies have been made on this
matter.
The first studies on buckling were carried out in XVIII cen-
tury by Euler who solved the problem of lateral buckling of
compressed members and further research was made starting
from the XIX century [1, 2]. Most of the relevant literature
dates back to the XX century, when many authors investigated
on buckling of thin cylindrical shells [3, 4, 5]. It was found
that the buckling behaviour of cylindrical shells subjected to
bending depends on the material parameters as well as geomet-
ric parameters, especially the diameter-thickness ratio D=t [6].
Thick wall pipes (D=t < 40 for steel) exhibit a plastic buckling
[7]. On the other hand, thin wall pipes (D=t > 100 for steel)
buckle at first in the elastic region. Thus, the buckling load de-
pends by some material parameters (Young’s Modulus E and
Poisson ratio ) but not by the material yield stress y. Some
authors [2, 3, 8] conducted studies on the elastic buckling of
circular pipes under bending and their results of the buckling
load dier significantly within a wide range of values. The rea-
son of this variability is that the behaviour (and the strength)
of circular pipes is strongly depending on other factors other
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than material properties, such as diameter-thickness ratio D=t,
constraints and cross-section flattening.
Authors proved that internal pressure increases the limit
buckling load of thin cylindrical shells for dierent load con-
ditions such as axial load [9], torsion [10] and bending [11, 12].
In the case of bending, benefits of pressure are not only re-
lated to the stabilisation eect but also to an anti-flattening ef-
fect which decreases the cross-section inertial moment reduc-
tion and, therefore, the stress in the bent pipe [13]. It was also
proved that pipe curvature has eects on buckling phenomenon
and curved pipes buckle earlier than the corresponding straight
pipes [14], [13] and [12].
In our previous work [15] we showed that, for a given pipe,
there exists an optimal pressure to which buckling failure and
yield failure have the same limit. This allows to fully exploit
the bearing capacity of the pipe and maximise its limit bending
load. Therefore, we proposed an optimisation of the pipe based
on internal pressure and pipe curvature. Now we carry on with
maximising limit load for thin-walled cylinders by studying a
slightly more complex geometry made of two adjacent pipes
firmly connected each other by a strip. Such stiener, that we
will be referring to it as “pinched pipe”, is subjected to inter-
nal pressure and bending moment and its buckling behaviour is
studied by FEA. We show that for a certain pipe radius r and
length L, the pinched pipe exhibits higher buckling load over
weight ratio than the single pipe. Moreover, the geometry of
the pinched pipe still allows to internally pressurise the struc-
ture and exploit the consequent benefits. This structure reveals
high potential in application wherein load withstanding capac-
ity is needed.
The paper is organised as follow: Section 2 describes the
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Figure 1: Cross-section geometry and main geometric parame-
ters: radius r, semi-distance d and wall thickness t.
Figure 2: FE model. Only half span of the pinched pipe is
modeled by taking advantage of the symmetry.
FE model; Section 3 explicates the analysis procedure; Sec-
tion 4 is divided in four subsections presenting the numerical
results; Section 5 discusses the obtained results; Section 6 pro-
vides some remarks on the applications and feasibility of the
presented structure; Section 7 concludes the paper.
2. FE model
The FEA software used to perform buckling analysis is AN-
SYS 15.0. The model geometry consists in a right-prismatic
shape. Three surfaces can be identified: a middle plate, which
will be referred to as “strip”, and two adjacent and identical
cylindrical shells symmetrical with respect to the strip and con-
nected to the latter along the edges. The entire structure is re-
ferred to as pinched pipe. Fig. 1 shows the cross-section geom-
etry with the relevant geometric parameters; Fig. 2 shows the
meshed model and reference system.
The problem is modeled with SHELL181 which is a four-
nodes shell element. The mesh size, based upon a sensitivity
study, is set to 3 mm along the axial direction and approxi-
mately 4 mm along the hoop direction (corresponding to 0.06
and 0.08 times the radius r, respectively). Bending moments
around the X axis are applied to the nodes of the two stiener
ends, rotating them downwards. The ends are constraints to be-
have as rigid planes. The other acting load is pressure applied
to the inner surfaces. The material model is linear and isotropic
with typical properties of a steel. In order to reduce the com-
putational power required by the simulations only half of the
pinched pipe is modeled taking advantage of the symmetry of
Table 1: FE model parameters
Parameter Type Value
Pipe radius, r fixed 50 mm
Pipes semi-distance, d variable [40 mm, 48 mm]
Length, L variable1 [600 mm, 2200 mm]
Wall thickness, t variable 0.25 mm, 0.50 mm, 1.00 mm
Internal pressure, p variable [0 MPa, 1.4 MPa]
Young Modulus, E fixed 200 GPa
Poisson’s ratio,  fixed 0.3
the problem. Therefore, additional constraints are added to the
XY plan (middle plane along the span).
Table 1 summarises the model parameters.
3. The analysis
The FE simulations hereby conducted aim to quantify the
limit buckling moment for the dierent geometric parameters
and values of internal pressure.
As shown in our previous work [15], linear and non-linear
analysis can lead to somewhat dierent results. Linear buckling
analysis is essentially an eigenvalue problem. Its formulation is
the following [16]:
(K +  jS) j = 0 (1)
where K is the stiness matrix, S is the stress stiness matrix,
 j is the jth eigenvalue (used to multiply the loads which gen-
erated S) and  j is the jth eigenvector of displacements. The
simulation time is generally short and more eigenvalues and the
corresponding eigenvectors can be obtained in order to predict
what the buckling modes will be like; on the other hand, it might
over-estimate the actual buckling load.
Non-linear buckling analysis is a static analysis wherein
large deflections are accounted for. Loads are applied in grad-
ual steps to seek the load level at which the structure becomes
unstable. The problem is solved with the Newton-Raphson
method, an iterative process use to solve non-linear equations.
In a structural analysis, the problem formulation is the follow-
ing:
KTi ui = F
a   Fnri (2)
ui+1 = ui + ui (3)
where the subscript i represents the current iteration, KTi is the
tangent stiness matrix, ui, ui+1 and ui represent vectors of
degree of freedom values, Fa is the vector of applied loads and
Fnri is the vector of restoring loads corresponding to the ele-
ment internal loads. Non-linear analysis is more accurate but
presents some disadvantages. The main ones are the longer
computational time and, in case of buckling, the need to trig-
ger the instability by means of geometric imperfections and/or
perturbation loads.
1The problem is mainly investigated with a model 1600 mm long although
dierent values are analysed to study the influence of length.
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Figure 3: (a) Conventional linear buckling analysis: FL is the predicted buckling load, F0 is the actual buckling load. (b) Linear
perturbation buckling analysis: the preloaded base state and the corresponding tangent stiness matrix KT allow predicting a more
accurate buckling load FLP.
Hereinafter we adopt a dierent analysis technique to over-
come the limitations of the two techniques above. The ANSYS
theory refers to such analysis procedure as linear perturbation
buckling analysis. It consists in two phases: (i) a non-linear
static analysis up to a point prior to buckling; (ii) a linear buck-
ling analysis (eigenvalue problem) starting from the preloaded
condition calculated in the first phase [17]. Between phase (i)
and phase (ii) a restart procedure is performed.
This allows the eigenvalue problem to be based on the global
tangent stiness matrix KT, updated after each step of the
Newton-Raphson procedure of phase (i), rather than the linear
stiness matrix, as schematically shown in Fig. 3. The global
tangent stiness matrix, which is used in the eigenvalues calcu-
lation of phase (ii), can be segregated into matrices as follows:
KT = KM + SN +KLD +KC +KSP (4)
where KM is the part of the tangent stiness contributed from
the material property, SN is the stress stiening matrix intro-
duced by non-zero stresses, KLD is the load stiening matrix
introduced by external pressure loads or by follower force ef-
fect, KC is the total stiness matrix contributed from contact
elements of the model and KSP is the spin-softening matrix in-
troduced by rotational velocities. The load applied in phase (i)
is referred to as Frestart ; the load (generally unitary) applied in
phase (ii), after the restart procedure, is referred to as Fperturbed.
The latter is used to calculate the linearly perturbed displace-
ment Uperturbed:
KTi Uperturbed = Fperturbed (5)
Uperturbed is used to calculated the linearly perturbed stresses
and the linearly perturbed stress stiening matrix Sperturbed.
The eigenvalue problem can then be solved:
KTi  j =  jSperturbed j (6)
Eq. (6) is mathematically equal to Eq. (1) but uses matrices
based on the current load condition to calculate eigenvalues and
eigenvectors.
The final step of the analysis consists in calculating the final
buckling load Fbuckling. If 1 is the lowest eigenvalue calcu-
lated with Eq. (6), the final buckling load is given by
Fbuckling = Frestart + 1Fperturbed (7)
The linear perturbation buckling analysis as described above
requires that loads applied in phase (i) (Frestart) are lower the
buckling load (to avoid convergence issues) but as close as pos-
sible to the latter. As highlighted by Fig. 3, a restart point close
to the buckling point leads to higher accuracy. Thus, iterations
with a increasingly Frestart are needed. In order to have high ac-
curacy, the results presented in the next section were obtained
with analyses wherein Frestart is at least 95% of Fbuckling.
4. Numerical results
4.1. Length sensitivity
An initial set of simulations studied the eect of the length
of the pinched pipe. In particular, the aim was to identify the
length which allows buckling load not being aected by the
ends constraints. In this conditions, results can be generalised
to longer models.
Eects of boundary conditions on cylindrical shells under
bending have been studied by several authors and the axial
length of pipe aected by the end constrains cannot be easily
established a priori [18]. In order to study the behaviour of the
shell under pure bending, the most eective way of modeling
is to leave the pipe’s ends free to ovalise while remaining pla-
nar. Alternatively, the model can include constrains that fully
restrain the end deformation provided that the pipe length is ad-
equate, i.e. long enough for the constraint eects to vanish in
the mid region of the pipe. This simply consists in taking ad-
vantage of the De-Saint-Venant’s Principle [19]. In the present
paper, the latter solution was chosen, as described in Section
2. Generally, this solution is not optimal since it requires a
longer model and consequently more computational power is
needed. However such approach enabled comparison with pre-
vious work [15].
Simulations were performed on models of radius r = 50 mm,
wall thickness t = 0:25 and t = 1:00 mm, internal pressure
p = 0 and p = 1:4 MPa, pipe semi-distance d = 40 and d = 48
mm and dierent values of length L. The three pairs of values
for t, p and d are the upper and lower bounds of the parameters
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Figure 4: Critical moment Mcr as a function of pipe length L.
Wall thickness t = 0:25 mm.
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Figure 5: Critical moment Mcr as a function of pipe length L.
Wall thickness t = 1:00 mm.
listed in Table 1 in order to have the length sensitivity study
representative of the all set of models analysed in the present
work. Fig. 4 and Fig. 5 show the critical moment Mcr as a
function of pipe length L for pinched pipes with wall thickness
t = 0:25 and t = 1:00 mm, respectively.
It can be observed that critical moment decreases with pipe
length. It was expected since pipes ends are constrained to be-
have as rigid planes: for short pipes, end eects influence the
mid-section and this helps to prevent buckling. 1600 mm is
found to be the representative length for the range of analysed
models.
In order to further validate the outcome of the length sensi-
tivity study represented by Figs. 4 and 5, an additional inves-
tigation was performed in order to obtain not only the critical
moment, but also the ovalisation  as a function of pipe length.
Pipe ovalisation is generally defined as
 =
Dmax   Dmin
D
(8)
where Dmax, Dmin and D are the maximum, minumum and nom-
inal diameter, respectively. However, due to the peculiar cross-
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Figure 6: Rapresentation of pinched pipe deformation: the ini-
tially perfect cylindrical shell (black pipe) deforms into the
ovalised shape (grey dashed pipe). Only half structure is shown
due to symmetry.
section of the pinched pipe, ovalisation cannot be simply de-
fined as in Eq. 8. With a small extent of simplification, oval-
isation can be evaluated by considering the displacements of
three specific points (or nodes), referred to as points A, B and
C in Fig. 6. The symmetry of the pinched pipe with respect to
the middle strip is taken into account therefore only half of the
structure is considered.
Naming D the initial diameter, Dv the deformed vertical di-
ameter, r the initial radius, rh the deformed horizontal radius,
Uy;A, Uy;B and Ux;C the displacements of the points, similarly to
Eq. 8 one has
 =
2rh   Dv
D
=
2rh   D + D   Dv
D
=
=
2(r + Ux;C)   2r + D   (D + Uy;A   Uy;B)
D
=
=
2Ux;C   Uy;A + Uy;B
D
(9)
Eq. 9 provides a simple expression for the pinched pipe ovali-
sation and assumes that points A and B mainly move in the Y
direction and point C mainly move in the X direction.
Fig. 7 shows both the critical moment and ovalisation as
functions of pipe length for a certain pinched pipe model. Oval-
isation is calculated based on Eq. 9. It is evaluated at the mid-
section at the end of the nonlinear linear step, i.e. right before
performing the eigenvalue buckling analysis. It was found that
ovalisation increases as the pipe length increases. Furthermore,
as for the critical moment, the ovalisation curve trend is asymp-
totic, i.e. maintains a constant value for long pipes. Such long-
enough condition is consistent for critical moment and ovali-
sation. The two physical quantities reach the quasi-asymptotic
behaviour at the same value of length (within a certain toler-
ance), confirming that critical moment and mid-section ovali-
sation are in relationship. Again, 1600 mm is found to be the
representative length and all the following results will refer to
models with such length.
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Figure 8: Eects of the preload on a pinched pipe with length L = 1600 mm, wall thickness t = 0:50 mm, pipe semi-distance
d = 44 mm and internal pressure p = 0:5 MPa.
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Figure 7: Critical moment Mcr and mid-section ovalisation  as
functions of pipe length L. Wall thickness t = 0:50 mm, pipe
semi-distance d = 44 mm and internal pressure p = 0:5 MPa.
Finally, it is interesting to note that the ends of a pinched pipe
have a longer zone of influence than the ones of single pipes.
For r=t ranging from 50 to 200, a length corresponding to L=r 
16 is enough to consider a single pipe long [13, 15]. In other
terms, for L=r  16 buckling is no more aected by the pipe
length. On the other hand, a pinched pipe needs to be longer
in order that the mid-section is not aected by ends constraints,
due to its wider cross-section geometry. Figs. 4, 5 and 7 show
that critical moment is no longer aected by ends constraints for
values of length grater than 1600 mm, corresponding to L=r =
32.
4.2. Eect of preload on pinched pipe
As described in Section 3 and by Fig. 3, the analyses here
performed consist of two phases. The first phase preloads the
structure. Here the eects of the preload is investigated.
Fig. 8 shows the analysis results for a certain model and dif-
ferent levels of preload. Specifically, each linear perturbation
buckling analysis is performed for a specific level of preload to
be applied in phase (i) and provides an eigenvalue as result of
phase (ii). Ultimately, the critical buckling load is sought and
this is given by the sum of preload and eigenvalue. It can be
seen from Fig. 8 that the resulting critical moment slightly de-
creases as the preload increases. Therefore, if the preload is too
small, the eigenvalue problem is performed on a model whose
state is not representative of the condition prior to buckling and
the consequent results are inaccurate. Fig. 8 also shows the
mid-section ovalisation (magnified by a factor of 105) at the end
phase (i). To confirm what just stated, one can notice that oval-
isation grows more than linearly with the preload and therefore
the linear perturbation buckling analysis always overestimates
the critical moment until the preload approaches the critical mo-
ment.
Additionally, the final predicted buckling pattern is shown in
Fig. 8 for four dierent levels of preload. These images are the
contour plots of the nodal total displacement and results were
mirrored with respect to the XY plane in order to display the
hole pipe. The typical buckling waves cover a pipe axial length
shorter and shorter as the preload increases and this is in accor-
dance with real structures’ buckling wherein the collapse eects
reveal themselves in a somewhat short section of the pipe.
It is opportune to highlight again that results of Sections 4.1,
4.3 and 4.4 refer to the last analysis of each iterative process,
that is to say that only simulations with the highest preloads are
of interest.
4.3. Eect of internal pressure on pinched pipe
The main set of simulations aimed to study the eects of in-
ternal pressure on the pinched pipe and quantify its benefits in
terms of buckling load increment. Such simulations were per-
formed on models of radius r = 50 mm, length L = 1600 mm
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Figure 9: (a),(c),(e): critical moment Mcr as a function of internal pressure p. (b),(d),(f): critical moment divided by the cross-
section area Mcr;n as a function of internal pressure p.
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and dierent values of thickness t and pipe semi-distance d.
Results are shown in Fig. 9a, 9c and 9e.
Markers in the graphs represent simulation results. There are
two types of mark which refer to two dierent buckling fail-
ures. The first type of marker is a ‘plus’ (+) and indicates that
buckling took place on the middle strip of the pinched pipe; the
second type is a ‘circle’ () and indicates that buckling took
place on the bottom side of the pinched pipe. Fig. 10 shows
these two dierent types of buckling.
It can be noted from Fig. 9a, 9c and 9e that pinched pipes
with low values of semi-distance d and pressure p tends to
buckle on their middle strip whereas high values of semi-
distance d and pressure p lead to buckling on the pipe. Indeed,
a low value of d means a longer strip in the vertical direction
(see Fig. 1). When the strip undergoes compression to oppose
the cross-section flattening typical of a bent pipe, it can buckle.
Hence, for certain pinched pipes, buckling occurs at first on the
strip. On the other hand, high values of d denote a pinched pipe
with a short strip in the vertical direction which better with-
stand compression. Moreover, internal pressure causes hoop
stress that “stretches” the middle strip. Thus buckling occurs at
first on the pipe.
Another consideration on the results shown in Fig. 9a, 9c
and 9e regards the slope change. As long as buckling occurs
in the strip, increments of internal pressure lead to significant
increments of the critical moment. When the pressure reaches
a level sucient to prevent buckling on the strip, curve slope
drops and further increments of internal pressure lead to little
increments of the critical moment.
The above simulation results can be presented in a dierent
way to better highlight the performance of each pinched pipe
geometry. Thus, it is interesting to plot the critical moment di-
vided by the cross-section area (here referred to as Mcr;n) as a
function of internal pressure, shown in Fig. 9b, 9d and 9f for
t = 0:25 mm, t = 0:50 mm and t = 1:00 mm, respectively.
For a certain material (or density), such physical quantity is ul-
timately an indicator of the strength of the pinched pipe against
buckling per unit of linear weight, Nmkg=m . Curves in Fig. 9b, 9d
and 9f have the same trend seen in Fig. 9a, 9c and 9e, however
their relative position is dierent and for high levels of pressure
pinched pipes with low values of d become more “ecient” -
higher critical moment divided by the cross-section area.
4.4. Pipe semi-distance sensitivity
The curves shown in Section 4.3 are clearly monotonic, i.e.
internal pressurisation is always beneficial in terms of critical
buckling moment. Hence, not considering material stress and
yield issues, for a given pinched pipe the optimal value of pres-
sure approach infinity. For this reason, it is opportune to present
the data in a dierent form.
The present subsection presents the simulations results as
critical moment as a function of geometric variations of the
cross-section. In particular, the critical moment divided by the
cross-section area Mcr;n is plotted as a function of pipe semi-
distance d for pinched pipes with radius r = 50 mm, length
L = 1600 mm and several values of wall thickness t and inter-
nal pressure p. Fig. 11, Fig. 12 and Fig. 13 show the result
Figure 10: Example of buckling on the strip (left) and on the
pipe (right). Contour plots are not axially mirrored therefore
the mid-section is shown. Markers + and  in the graphs refer
to this types of buckling, respectively.
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Figure 11: Critical moment divided by the cross-section area
Mcr;n as a function of pipe semi-distance d. Wall thickness t =
0:25.
for t = 0:25 mm, t = 0:50 mm and t = 1:00 mm, respectively.
Again, + indicates buckling occurring on the middle strip and
indicates buckling occurring on the bottom part of the pinched
pipe.
In these graphs it can be noted that once d reaches a value
high enough to cause buckling on the pipe, further increments
of d are nolonger beneficial. In other words, for a given value
of wall thickness t and internal pressure p, the optimal cross-
section is the one with a value of pipe semi-distance d which
balances the two types of buckling failure - buckling on the strip
and buckling on the pipe. Furthermore, it appears clear that
such optimal value of d decreasing with increaing the internal
pressure. For high pressures, the optimal value of d is nomore
included in the analysed range, i.e. doptimal < 40.
5. Results remarks
The previous section showed the results for various pinched
pipes subjected to bending moment and internal pressure. This
section provides general remarks on the simulation results.
As seen in Fig. 9, pinched pipes take advantage of internal
pressure. Larger thicknesses lead to higher increments of crit-
ical moment due to pressure. However critical moments with
no internal pressure (points along Y axis) are strongly depen-
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Figure 12: Critical moment divided by the cross-section area
Mcr;n as a function of pipe semi-distance d. Wall thickness t =
0:50.
40 41 42 43 44 45 46 47 48
40
42
44
46
48
50
52
54
56
58
60
d (mm)
M
cr
,n
 
(N
m/
mm
2 )
 
 
p = 1.4 MPa
p = 1.2 MPa
p = 1.0 MPa
p = 0.8 MPa
p = 0.6 MPa
p = 0.5 MPa
p = 0.4 MPa
p = 0.3 MPa
p = 0.2 MPa
p = 0.1 MPa
p = 0 MPa
Figure 13: Critical moment divided by the cross-section area
Mcr;n as a function of pipe semi-distance d. Wall thickness t =
1:00.
dent by the the wall thickness. Roughly, it can be said that
critical moment with no acting pressure is approximately pro-
portional to the thickness square whereas the curves slope is
only slightly more than linearly proportional. As consequence,
pinched pipes with thinner walls can exploit internal pressure
more and have relatively higher benefits. For t = 0:25 mm, crit-
ical moment for pressurised models can be as twice as much
the one of the corresponding not pressurised pinched pipes. For
t = 1:00 mm, simulation results show increments lower than
30% of the critical moment for not pressurised pinched pipes.
Moreover, the conducted analysis considers a linear material
model and therefore plasticity is not taken into account. How-
ever, pipes with large wall thickness buckle at bending load cor-
responding to high stresses, higher than the ones which cause
buckling in thinner walls. Internal pressure increases the buck-
ling limit but causes higher stresses too. Then pinched pipes
with thin thickness can exploit more the internal pressurisation
eects because of their wider margin prior to material plasticity.
It is also worth to notice that the pinched pipe cross-section
geometry allows to have high bending load bearing capacity
and its structural performance exceeds the one of a single pipe.
As reference, a single long pipe with linear material model (E
and  of a steel), r = 50 mm and t = 0:50 mm exhibits a critical
moment of about 2800 Nm, when no internal pressure is acting
[15]. A long pinched pipe with the same parameters and d = 45
is obviously wider but the cross-section height (in the sense of
the bending plane) is the same and the cross-section area is less
than the double; however it exhibits a critical moment of about
6800 Nm.
6. Applications and manufacturing considerations
The pinched pipe geometry here presented can be extended
from two to a higher number of adjacent pipes. This geometry
is expected to withstand high bending loads, especially if ex-
ploiting the benefits of internal pressurisation. The tube-shaped
nature would also provide good torsion bearing capacity. Such
structure is suitable for long span application and internal pres-
surisation made by air or any other gaseous fluid does not in-
crease the structure weight to any appreciable extent. Hence,
its application is desiderable in fields wherein high structural
performance and lightness are required, such as aerospace engi-
neering. Particularly, aircraft wings are subjected to high bend-
ing loads and appear to be ideal to be made of pinched pipes.
A conventional wing structure is made by a “skeleton” of spars
(along the wingspan) and ribs (transversal to the spars); around
this, panels create the outer airfoil surface. Pinched pipes may
lead to an innovative concept wherein the conventional internal
wing structure is replaced by a set of adjacent pipes running
from the root to the tip of the wing and connected by strips.
Fig. 14 shows the concept. Potential advantages would be
manifold: high structural performance and opportunity to ex-
ploit internal pressurisation. Moreover possibility to vary other
structural properties such as wing stiness by changing pres-
sure level might be investigated.
As herein presented, the proposed structure reveals a cer-
tain manufacturing complexity. In particular, it is challenging
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Figure 14: Innovative wing structure concept: conventional
structure (left) and internal structure made of pressurised pipes
(right).
achieving a cross-section geometry as the one shown in Fig. 1.
However, slight modifications can allow an easier manufactur-
ing process. For example, the pinched pipe can be made by two
D-shape cross-section pipes welded together. The optimisation
analysis could be quickly adjusted to take into account the re-
sulting double thickness of the middle strip - although residual
stress may need to be considered. Moreover, the use of compos-
ite can even avoid the need of welding since parts can be joined
by means of the curing process. In the case of composite, the
initial investment related to the mould manufacturing is paid
back by the high freedom in shape design. On this regard, it is
worth to notice that the pressurised pipes can be built in such a
way that the cross-section decreases in size along the span. As
first advantage, some manufacturing procedures could benefit
from this ”taper angle” - easier mould extraction in cases of in-
ner mould. Additionally, a variable cross-section is structurally
more ecient in applications as the one shown in Fig. 14 since
a wing is mostly loaded at the root while the wing tip can be
thinner and lighter.
7. Conclusion
The present paper proposes a novel stiener for bending
loads referred to as pinched pipe. This is proved to have high
bending load bearing capacity. The long known benefits of
pressure against buckling phenomenon are confirmed by this
study. The presented structure seems to well exploit internal
pressurisation and the consequent increments of critical bend-
ing load are significant. Low values of pressure ( 0:3MPa) are
generally sucient to lead to high critical moment increments.
The pinched pipe presents two dierent buckling modes and,
for a certain geometry, the internal pressure level can determine
which one will occur.
Results show that pinched pipe exhibits higher performance
than the one of a single pipe in terms of bending moment bear-
ing capacity over cross-section area ratio. Given a certain pres-
sure level, the cross-section geometry should be such that the
two dierent buckling modes (on strip and on pipe) tend to oc-
cur simultaneously, in order to maximise the performance. This
can be done by setting the right value of the here so-called d pa-
rameter.
The analysed geometry is the base case and appears to be
challenging from the manufacturing point of view. Neverthe-
less it opens the way for a series of similar structures whose
performance may justify the manufacturing eort. A possible
application of the pinched pipe structure has been presented.
Further studies are desiderable on this matter. Moreover, opti-
misation of the cross-section geometry involving studies with
two dierent values of wall thickness for strips and pipes may
further increase the structural performance.
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